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Jednostki Aquarea T-CAP Generacji H typu split, jednofazowe/trójfazowe • Czynnik R410A

Aquarea â�� innowacyjny i energooszczÄ�dny system oparty na
technologii pomp ciepÅ�a powietrze-woda

Aquarea skutecznie i wydajnie ogrzeje TwÃ³j dom nawet przy
ekstremalnych temperaturach zewnÄ�trznych. Aquarea moÅ¼e
rÃ³wnieÅ¼ chÅ�odziÄ� pomieszczenia latem i dostarczaÄ� ciepÅ�Ä�
wodÄ� uÅ¼ytkowÄ� przez caÅ�y rok.
Aquarea T-CAP to seria przeznaczona do modernizacji i zastosowania w
nowych obiektach, utrzymujÄ�ca caÅ�kowitÄ� wydajnoÅ�Ä� nawet w
bardzo niskich temperaturach otoczenia.
UkÅ�ad typu split: ukÅ�ad w postaci oddzielnej jednostki wewnÄ�trznej
i zewnÄ�trznej podÅ�Ä�cza siÄ� do obiegu ogrzewania i/lub ciepÅ�ej
wody uÅ¼ytkowej.

• Wysoka klasa efektywno?ci energetycznej A++

• Sta?a wydajno?? do -20°C
• Maksymalna temperatura wylotowa modu?u hydraulicznego: 60°C
• Praca przy temperaturach si?gaj?cych nawet -28°C
• Specjalne oprogramowanie dla domów energooszcz?dnych,
minimalna temperatura na wylocie: 20°C
• Wbudowany magnetyczny filtr wody i przep?ywomierz oraz
automatyczny zawór oczyszczaj?cy powietrze
• Produkcja CWU z zasobnikiem zewn?trznym
• Sterowanie i obs?uga za po?rednictwem chmury (niezb?dny modu?
CZ-TAW1)
• ?atwy w u?yciu sterownik zdalny

https://www.aircon.panasonic.eu/PL_pl/product/aquarea-h-generation-t-cap-bi-bloc-single-phase-three-phase-heating-and-cooling-sxc-1/
https://www.aircon.panasonic.eu/
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Jednostki Aquarea T-CAP Generacji H typu split, jednofazowe/trójfazowe • Czynnik R410A Three Phase (Power to indoor)
12 kW

Kit KIT-WXC12H9E8
Heating capacity (A +7°C, W 35°C) kW 12,00
COP (A +7°C, W 35°C) 4,74
Heating capacity (A +7°C, W 55°C) kW 12,00
COP (A +7°C, W 55°C) 2,88
Heating capacity (A +2°C, W 35°C) kW 12,00
COP (A +2°C, W 35°C) 3,44
Heating capacity (A +2°C, W 55°C) kW 12,00
COP (A +2°C, W 55°C) 2,19
Heating capacity (A -7°C, W 35°C) kW 12,00
COP (A -7°C, W 35°C) 2,72
Heating capacity (A -7°C, W 55°C) kW 12,00
COP (A -7°C, W 55°C) 1,92
Cooling capacity (A 35°C, W 7°C) kW 10,00
EER (A 35°C, W 7°C) 2,81
Cooling capacity (A 35°C, W 18°C) kW 10,00
EER (A 35°C, W 18°C) 5,13
Heating average climate. Seasonal energy efficiency (W 35°C / W 55°C) ηs % 170 / 130
Heating average climate. Seasonal energy efficiency (W 35°C / W 55°C) SCOP 4,33 / 3,33
Heating average climate. Energy class (W 35°C / W 55°C) (1) A+++ to D A++ / A++
Heating warm climate. Seasonal energy efficiency (W 35°C / W 55°C) ηs % 231 / 158
Heating warm climate. Seasonal energy efficiency (W 35°C / W 55°C) SCOP 5,85 / 4,03
Heating warm climate. Energy class (W 35°C / W 55°C) (1) A+++ to D A+++ / A+++
Heating cold climate. Seasonal energy efficiency (W 35°C / W 55°C) ηs % 160 / 125
Heating cold climate. Seasonal energy efficiency (W 35°C / W 55°C) SCOP 4,08 / 3,20
Heating cold climate. Energy class (W 35°C / W 55°C) (1) A+++ to D A++ / A++
Indoor unit WH-SXC12H9E8
Indoor sound pressure (Heat) dB(A) 33
Indoor sound pressure (Cool) dB(A) 33
Indoor dimension (Height) mm 892
Indoor dimension (Width) mm 500
Indoor dimension (Depth) mm 340
Indoor net weight kg 44
Water pipe connector Inch R 1¼
A class pump (Number of speeds) Variable Speed
A class pump (Input power Min) W 34
A class pump (Input power Max) W 110
Heating water flow (∆T=5 K. 35°C) L/min 34,40
Capacity of integrated electric heater kW 9,00
Indoor recommended fuse A 16 / 16
Recommended cable size, supply 1 mm² 5 x 1,5
Recommended cable size, supply 2 mm² 5 x 1,5
Outdoor unit WH-UX12HE8
Outdoor sound power part load (Heat) (3) dB(A) 65
Outdoor sound power full load (Heat) dB(A) 69
Outdoor sound power full load (Cool) dB(A) 68
Outdoor dimension (Height) mm 1340
Outdoor dimension (Width) mm 900
Outdoor dimension (Depth) mm 320
Outdoor net weight kg 108
Refrigerant (R410A) / CO2 Eq. kg / T 2,85 / 5,951
Pipe diameter (Liquid) Inch (mm) 3/8 (9,52)
Pipe diameter (Gas) Inch (mm) 5/8 (15,88)
Pipe length range m 3 ~ 30
Elevation difference (in/out) m 30
Pipe length for additional gas m 10
Additional gas amount g/m 50
Operation range (Outdoor ambient) °C -28 ~ +35
Water outlet (Heat) °C 20 ~ 60
Water outlet (Cool) °C 5 ~ 20

(1) Poziom mocy akustycznej zgodnie z 8112013, 81312013 i EN12102-1:2017 w temp. +7°C.
Wskaźniki EER i COP obliczone zgodnie z normą EN 14511.
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